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NOTES

1. Survey was prepared by AAH
Consultants, LLC, 4200 Forbes
Blvd. # 203, Lanham, Maryland,
20706. Phone 301—-428-1750,
FAX 429—-17/57.
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2. Removal of existing plant
material Guard Shack, benches,
light poles, historic sign and
fence shall be by Owner.
Remaining elements shall be
removed by Contractor.

-z L X X o e e AN 3. <®_\_J\ the location of all
underground utilities prior to

e TN R S e e S

e A TR P T
NN 4710

ﬁ@%/“j 7‘ ﬁ/m /ilr.t (A

U 8§ N

2500 Brighton Dam Road, Brookeville, Maryland 20833
p. 301.570.4100 f. 301.570.4101 www.INTECaec.com

\ = truction. If the locati f
W /ﬁf/ﬁf/ﬁf/@ Y/ﬁ%/\%%/\%m SAW CUT CURE & %_@3 mcwﬂwm@ s too shallow
REMOVE AT refocate eeper.
\ \ \ \ \ \ \ gl
=!§ @Xﬁ 7@>ﬁp7o>ﬂp7o>ﬁp7o>ﬂp@v m\\@o m\\Qo‘ s S S “w,N@O mO _H._u\ S S _ m_mDm_umn/w,_\mb,m_M 4.  Contractor shall remove all
, 4?%%“#‘»‘%/&@“ { a @A// // Y A A R A S A S A \_x\ ___\ remaining site elements.
-' . REIN ,.v __ ,
® ,l'lr X m@ﬂom%¥ﬁ>/ﬁ>/¥@o /\\ /\@o ® A A A A A e e A e | \ 4 5. A minimum amount of
N S S A Y Y R ANV
0 -‘0 ﬂ///"//‘\hﬁ EbS - N P, \\\ \\ \\ \\ A A A \\%\_ Y x asphalt to be removed within
=, , , | MIN. AREA TO Upshure Road is shown.
X = Q : l...l,r/u,ﬂff'fw '//’ A A A A A S A S A \w eV y REMOVE Additional asphalt may be
. O ) i N e VA A A A S A A \\\ v __\ <} % ASPHALT removed to improve construction
%) O AN S A A A A AN / / | 4 A / 6. Install the Tree Protection
L V\ L LSS AN _ Fencing. Maintain throughout
the project. If it needs to be

removed to install a portion of
the project, reinstall as soon as
possible after the work is
completed.

/. Install the Silt Fencing.
Maintain throughout the project.
Inspect after each rain. Removs .| DESCRIPTION
any sediment that has
accumulated and dispose of.
Repair any damaged areas. For
prolonged rains inspect and
repair during the rain events. |
the asphalt turn around area is
\/&O used for a Laydown Area, then
the Silt Fencing maybe
postponed until the asphalt is
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